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UPDATED OEM CONDENSER MOUNT ADAPTER BRACKET 
2003-2007 F-SERIES 6.0L 

Part # 90100059 
 

These are the parts included in your kit.  Please locate and identify each part prior to starting the 
installation process.  There are diagrams in the back of this manual that can aid you in identifying the 

proper pieces. 

 
Part Number Description Quantity 

6502044_R1 Condenser Mounting Bracket 
(Included with Bullet Proof Oil Cooler System) 

1 

6502206L Left Main Bracket 1 
6502206R Right Main Bracket 1 
6502207L Left Upper Bracket 1 
6502207R Right Upper Bracket 1 
6200043 оκмсέ !ƭǳƳƛƴǳƳ .ƭƛƴŘ wƛǾŜǘ 6 
6200137 Vibration Dampener 4 
6200139 M6 Locknut 4 
6200138 M6 Flat Washer 4 
6200063 оκмсέ .ƭƛƴŘ wƛǾŜǘ Cƭŀǘ ²ŀǎƘŜǊ 6 
6200015 ѻέ Cƭŀǘ ²ŀǎƘŜǊ 4 
6200140 ѻέ нлȄрκуέ IŜȄ IŜŀŘ /ŀǇ {ŎǊŜǿ 2 
6200142 ѻέ- 20 Locknut 2 
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Condenser Mounting Bracket Install 

Introduction 

 

In 2012-2013, Ford OEM changed their design of the AC condenser.  The original AC condenser 
has small holes around the outside edges of the condenser, which were used to mount the 
Bullet Proof Diesel engine oil cooler bracket.  The holes in the original OEM condenser are 

critical for mounting the Bullet Proof Diesel engine oil cooler bracket; however the newer style 
condensers do not have these holes. It should also be noted that most, if not all, of the 

aftermarket AC condensers will also not have the holes necessary for the mounting of the Bullet 
Proof Diesel engine oil cooler mounting bracket. 

 

If you have the newer style AC condenser (installed after 2012), an aftermarket AC condenser 
or must replace your original AC condenser for any reason, you will need a new mounting 

bracket assembly for the installation of the Bullet Proof Diesel engine oil cooler. 

 

The purpose of this instruction manual is to detail the installation of the Bullet Proof Diesel 
condenser mounting bracket, with a non-original AC condenser. 

 

If you have any questions or concerns, please feel free to call us at 480-247-2331. 
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BEFORE YOU BEGIN 

NOTE: There have been some updates and changes to the Bullet Proof Diesel condenser 

mounting bracket.  One of these includes predrilled holes for this bracket installation. If your 

existing condenser mounting bracket DOES NOT have the mounting holes please refer to the 

directions below to properly align and drill the necessary holes. 

                                    

1.  Align the bracket ends with the condenser mounting bracket. Align the top of the bracket 
ends flush to the top of the condenser mounting bracket.  

                           

2.  Drill the 3/16 inch holes as indicated below. 

                 

 

Align flush 

Drill 3/16 inch diameter hole 

Drill ¼ inch diameter hole 
Drill ¼ inch diameter hole 

  

Align flush 

Drill 3/16 inch diameter hole 
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Section 1- Bracket Assembly 

1.  With all holes aligned, and the top of the brackets sitting flush on each side, install the three 
rivets provided, along with the rivet backup washers.  Hold the washers in place on the rivet 
while expanding rivets. The washers and rivets are critical for bracket rigidity. 

     

 

 

 

*Similar tool may be required for rivet installation.  
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Section 2- Oil Cooler Install 

1.  Install Bullet Proof Diesel engine oil cooler onto the condenser mounting bracket studs as 
shown below. 

              

NOTE: Orient the oil cooler as shown, careful to note the inlet and outlet positions (outlet is 
higher than inlet to avoid trapping air in the cooler). 
 
2.  Use the mounting studs on the condenser bracket along with the supplied hardware to 
secure the air cooler to the bracket. 
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Section 3- Installing Bracket onto Vehicle 

                       

NOTE: Picture shown reflects front bumper, headlights, and grill support removed for 

demonstration purposes only.  Removal of these components is not necessary, but would aid in 

the installation process. 

1.  Remove the two upper and two lower condenser mounting supports, and remove the 

existing rubber blocks from the brackets. 
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2.  Install the four rubber blocks into the corresponding locations on the Bullet Proof Diesel 

brackets and top mounts. 

   

3.  Install the four rubber vibration dampeners (shown below) into the holes where the OE 

condenser support brackets were removed. 
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4.  Install the condenser mounting bracket assembly onto the four vibration dampeners, and 

secure the washers with the nylock nuts and washers. 
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5.  Insert the AC condenser into the lower mounting supports, and install the upper condenser 

mounting supports with the supplied 1/4-20 bolts, washers and nylock nuts. 

   

 

NOTE:  When installing the grill support structure, it may be necessary to trim some area 
around the bracket as shown below. 

 

 

 

 

 

 

  

Trim and remove 


